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Abstract: The effect of inflow of 30 t mazut in Sofia Wastewater Treatment Plant (WWTP) “Kubratovo” on structural
and functional parameters of activated sludge was investigated in this paper. Sludge volume index and filamentous
index were analyzed in parallel with microscopic examination of activated sludge (AS) with a goal to ascertain eventual
deformations in its structure. The metabolic activity of the biological system was investigated by measurement of the
total acrobic dehydrogenase activity. The samples were taken from the aeration zone in biobasin.

The obtained data show that the activated sludge structure was deformed. A bulking activated sludge was ascertained
because the sludge volume index was higher than 150 ml/g. The filamentous index was over 1.10"um/mg, which was an
indicator for a filamentous bulking. The used correlation analysis and the obtained correlation coefficients among these
two indexes and the key chemical indicators (BODs/COD and hydrocarbon index of petroleum products) showed that
the structural deformations are due to the concentration of toxic pollutant and in less degree to the lower percentage of
biodegradable organics. The initial effect of mazut on activated sludge structure was also related with disappearance of
rotifers and nematodes. The total density of organisms from micro- and metafauna was 2,86.10° ind./I on the 6™ day
after mazut inflow and it increased to 8,77.10° ind./l during the next studied period (from the 12™ to the 25" day after
the shock load with mazut). Also, appearance of rotifers and nematodes during this period clearly showed the
improvement of the conditions in the aeration tank and decrease of negative effect on the activated sludge. The aerobic
dehydrogenase activity was two times lower on the 6™ day after shock load with mazut (0,75.10* uMH"/min.mgPr) in
comparison to data before risk event (control situation: 1,34.10™* uMH /min.mgPr) which was an indicator for inhibition
of activated sludge on a functional level. Although the registered deformations, a full recovery of aerobic
dehydrogenase activity (2,16.10™ uMH'/min.mgPr) was established during the period from the 12" to the 25™ day after
shock load with mazut.

Key words: activated sludge, biological wastewater treatment, mazut, structural and functional deformations

INTRODUCTION mazut in WWTP “Balchik” on March 05, 2011 due
to leakage of fuel oil from "Papas Olio" JSC [20], as
well as the inflow of 30 t mazut in WWTP
,,Kubratovo” on November 05, 2014 as a result from
accident in TPP “Sofia-Iztok” [21]. It is important to
determine what are the consequences of such risky
environmental disasters.

The effect of accidental inflow of xenobiotics
(isopropyl benzene, chlorophenols, nitrophenols) in
biobasins was investigated on biological wastewater
treatment under model conditions. It was related to
change of activated sludge structure and functioning
due to accumulation of the toxic pollutants in
biomass and increase of its inhibitory effect [8, 15,
16, 17]. The changes in the structure of AS were
most often associated with: decrease of flocs size
and their disintegration; increase of quantity of
suspended microbial cells in water; increase of
filamentous microorganisms; loss of biodiversity of
microorganisms,  protozoan and  metazoan
organisms, which led to settleability problems in
secondary clarifiers [11, 17]. At shock load of AS
with pentachlorophenol was ascertained that the
quantity of flagellates and free-swimming ciliates

The accidental discharge of toxic pollutants in the
urban sewage and its inflow in the municipal
wastewater treatment plants is one of the critical
points in the technological cycle of water, which can
lead to inhibition of activated sludge (AS),
unsatisfactory treatment and pollution of the
receiving water bodies [14]. One of the risk
pollutants which still has a high probability of entry
in natural water bodies as well as in urban sewage
and in municipal wastewater treatment plants is the
mazut. It is a mixture of different heavy
hydrocarbons as asphaltenes, petroleum resins,
paraffins, unsaturated, cyclic and polycyclic
hydrocarbons, etc. [10]. Besides the hydrocarbon
component of the mazut, it contains various other
elements and compounds such as sulfides and heavy
metals. Main locations where it is stored and used
are large enterprises from heavy industry, oil bases
and thermal power plants (TPPs). Examples of risk
situations, in addition to large oil spills in the Gulf of
Mexico and other marine water areas [18] were:
pollution of Vaya Lake with petroleum products on
March 15, 2011 [19]; the inflow more than 40 t
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was increased in comparison to the reduction of
other groups of protozoan and metazoan organisms
[17]. At shock load with isopropyl benzene (70
mg/l) Topalova et al. reported that Paramecium
aurelia, Vorticella microstoma and Euglipha laevis
showed highest resistance, while for the total
number of individuals was ascertained reduction
with 75% on the 24" hour and with 81% on the 144"
hour after the shock load [16]. In the same time, the
rotifers and stalked ciliates completely disappeared.
In other study, the effect of 2,4,5-trichlorophenol
and 3,4-dichlorophenol in a concentration of 20 mg/1
was investigated and three times reduction of the
total quantity of protozoan and metazoan organisms
was registered. The changes in activated sludge on a
functional level were related to: initial decrease of
enzyme activities included in biodegradation of
conventional and toxic pollutants. The central
metabolic pathways and the synthesis of ATP were
inhibited in the presence of xenobiotics [14]. The
biodegradation effectiveness of trivial and of toxic
pollutants was reduced. The increase of the
detoxification activity was reported after initial
adaptation, which was related to change in microbial
community and  predominant  groups  of
microorganisms (increasing the bacteria from g.
Pseudomonas and g. Acinetobacter) [17].

Repeatedly registered cases of risky entering the
mazut in municipal wastewater treatment plants
required to determine what is the effect of this pollutant
on the structure and on the activity of the AS, what
time is required to restore the activity of the AS and to
what extent it is recovered. The aim of this article is to
investigate the effect of inflow of 30 t mazut in Sofia
Wastewater Treatment Plant “Kubratovo” on the
structural and functional parameters of activated sludge
after occurrence of the risky event.

MATERIALS AND METHODS

The analyzed samples in the present study were
taken from the nitrification zone in the biobasins of
WWTP “Kubratovo”. That plant treats domestic
wastewater from Sofia City as well as industrial
wastewater from certain enterprises with which the
station has a contract. Three control points (CPs) in
time were studied and they were related to three
main situations in the wastewater treatment practice.
The first control point (CP1) serves as a control in
the study, providing information about the
characteristics of the activated sludge during normal
operation of the WWTP. The sampling was done
before the emergence of mazut in WWTP (March
28, 2014). The second control point (CP2) provides
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information for the effect of shock loading of the
activated sludge with fuel oil, as sampling was
carried out on the 6" day after the risk event, which
took place on November 05, 2014. The third control
point (CP3) includes information for the period
between the 12" and the 25" day after the mazut
inflow in WWTP (from November 17, 2014 to
November 30, 2014) giving information about the
long-term effect of mazut on AS and about the
restoration of the sludge after the occurrence of the
risky event.

The article includes data for the analyzed
chemical, technological and enzymological
indicators. The data for the chemical indicators, such
as the hydrocarbon index (HCI), biochemical
oxygen demand (BODs) and chemical oxygen
demand (COD) was kindly provided by the
Laboratory Testing Complex "Sofiyska voda" JSC.
The hydrocarbon index was used as an indicator of
the concentration of oil products, including fuel oil.
It was examined by gas chromatography. BODs and
COD were determined of a mixed sample from the
aeration tank (including AS and water) according to
standard methods [1]. The indicator BODs/COD was
used in the article, which provides information about
the share of biodegradable organic matter to the total
quantity of organics, measured as COD.

Technological indicators such as sludge volume
index (SVI), filamentous index (FI) and sludge
biotic index (SBI) were analyzed. The technological
indicators were used to assess the long-term effect of
mazut on the structure and biodiversity of the
sludge, and the occurrence of possible deformations.
Gravimetric method for the determination of the
settleability of activated sludge was used for
determination of SVI [2]. Filamentous index was
analyzed according to the method described by
Sezgin et al. [13]. It included microscopic
examination of the total length of filaments in
activated sludge to biomass quantity measured as
mixed liquor suspended solids (MLSS). MLSS in
activated sludge samples for calculation of SVI and
FI were analyzed according to APHA [1]. Sludge
biotic index was analyzed by microscopic method
based on counting the total quantity individuals in
unit volume, total number taxa, total number of
small flagellates and determination of dominating
groups of protozoan organisms in activated sludge
[9]. The quantity of protozoan (naked and testate
amoebae, flagellates, free-swimming ciliates,
creeping ciliates, stalked ciliates, suctorians) and
metazoan (rotifers and nematodes) fauna was
analyzed by microscopic examination [4].
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The enzymological indicator, total aerobic
dehydrogenase activity (DHA) provides information
about the total metabolic activity of AS. It was
measured according to the spectrophotometric
method described by Gabbita and Huang by the use
of 2,3,5-triphenyltetrazolium chloride [5]. DHA was
presented as uMol/min.mg protein and protein
concentration in the cell extracts was measured
according to the method described by Kochetov [7].

The correlation analysis was used to determine
the relationship between the deformation of the
activated sludge structure and the concentration of
key pollutants in the aeration tanks of the WWTP.
The correlation coefficient of Pearson (r) was
studied for this purpose. The value for the
significance level (P) was determined to be equal to
or less than 0.05. The coefficient of determination
(r’) was interpreted as the proportion of the variance
in the dependent variable that is predictable from the
independent variable.

RESULTS AND DISCUSSION

Structural deformations of the activated sludge
and reasons:

The data for technological indicators are shown
on Fig. 1. The sludge volume index for normal

functioning sludge ranges between 70 and 120 ml/g
[2]. SVI was over 120 ml/g at the three investigated
control points (Fig. 1a), which is typical for bulking
activated sludge. In order to determine whether the
bulking is due to the development of filamentous
microorganisms or of increased excretion of
exopolysaccharides was investigated and the
filamentous index of the activated sludge. In CP1
and CP3 was ascertained filamentous bulking of the
activated sludge because FI was over 1.10" pm/mg
(Fig. 1b). Data for CP2 is not available, but the
photographs from microscopic analysis confirmed
the presence of filamentous bulking (Fig. 2b). An
interesting fact was that in the control situation
(during normal operation of the station) SVI was
higher than in CP2 and CP3 (after entering the
mazut in WWTP). Causer of filamentous bulking
was Microthrix parvicella as we found in our
previous study [12]. This information, together with
comparison of our data about the technological
parameters of the process, led to the assumption that
the bulking in the control situation was primarily
related to the low concentration of biodegradable
organics in influent (BODs below 200 mgO,/1) and
to the low ratio C:N [12].
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Fig. 1. Data for: a) Sludge volume index (SVI); b) Filamentous index (FI); ¢) Sludge biotic index (SBI) in
three control points: CP1 — control situation (before accidental inflow of mazut); CP2 — at initial shock load
with mazut (on the 6" day after it accidental inflow); CP3 — during prolonged rehabilitation of activated
sludge (between the 12" and the 25" day after shock load with mazut). The excess of threshold values
(marked with red line) are indicator for presence of deformations in AS structure.

The bulking in CP2 and CP3 was caused by the
presence of fuel oil, which was absorbed in flocs of
AS (Fig. 2b and Fig. 2c). The comparison of the
microscopic photographs showed that changes in the
structure of the AS in the aeration zone occurred
after the mazut entering. They were associated with
decrease of the size of flocs, disintegrating the flocs
and the development of filamentous microorganisms
(Fig. 2b). Fig. 1c presents information about the
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sludge biotic index, which ranges between 0 and 10.
The higher value of the index is an indicator for high
enough biodiversity of protozoan organisms and for
the significant quantities of creeping and stalked
ciliates (indicators for good state of the activated
sludge and more effective purification process). It
was found that during normal operation of the
station SBI was 10, which was an indicator for
normally functioning AS with well presented
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biodiversity. The same result (SBI=10) was found
for CP2 (on the 6™ days after the mazut inflowing).
Probably this xenobiotic in the aeration tank was in
high concentration, but not in a concentration which
can lead to a sharp death of protozoan organisms
that are more resistant to toxic pollutants in
comparison to the higher trophic levels (rotifers and
nematodes). The adaptive response of AS was
shifted in time and SBI decreased to 9.14 at the CP3.
This low deterioration of the AS structure during
CP3 was related to the increased number of small
flagellates. Madoni reported that its massive
presence in a mature activated sludge is associated
to bad performance of the biological purification and
some of the possible reasons for that are: a shock
load with toxic pollutants, low concentration of
dissolved oxygen in aeration tank, overloading, and
higher concentration of fermentation products [9]. In
a normally-functioning activated sludge these

protozoan organisms compete for bacteria with the
free-swimming and stalked ciliates and they are
strongly affected by predaceous activity of other
protozoa. That's why its presence in the normally-
functioning AS is limited to few individuals (below
10 individuals counted along the diagonal in the

Fuchs-Rosenthal chamber). In the case of the
operation problems of the plant, their number can
increase (over 10 counted individuals) and
consequently, this indicates a decrease in the plant
performance [9]. In our research, the counted small
flagellates varied between 10 and 25 individuals
during CP3. Also, the number of Vorticella
microstoma was increased at CP3. This species
indices presence of toxic pollutants and low
concentration of dissolved oxygen [9]. The reason
for decreased SBI during CP3, as can be seen from
Fig. 2, was that the mazut concentration in the
aeration tank was limited (by the applied physical
methods to remove fuel oil in mechanical
pretreatment), but still part of it going into
bioreactors. It was accumulated in and on the
biomass of the AS and the concentration in the flocs
increased  gradually, resulting in a later
establishment of the negative effect on the SBI at the
CP3. The residual concentration of mazut led to
disturbance in mass balance and limited access to
dissolved oxygen. However, the difference between
SBI values for CP2 and CP3 was not significant,
which could be related to the long restoration period
of the AS.
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Fig. 2. Microscopic photographs (Light Microscope at magnification 100X) of activated sludge from: a) CP1
— control situation (before accidental inflow of mazut); b) CP2 — at initial shock load with mazut (on the 6™
day after it accidental inflow); CP3 — during prolonged rehabilitation of activated sludge (between the 12"
and the 25" day after shock load with mazut)

Data for the density of microfauna and metafauna
in the AS for CP2 and CP3 are presented on Fig. 3.
The density of protozoan organisms was 2,86.10°
ind./l at CP2 (on the 6™ day after the inflow of fuel
oil) and 8,73.10° ind./I at the CP3 (Fig. 3a). An
increased quantity of all groups of organisms of
microfauna was registered. The increased amount of
organisms during CP3 and especially of creeping
and stalked ciliates (indicators of well-functioning
AS) was a proof for the started process of restoration
of activated sludge structure. At the shock loading
with fuel oil (CP2) was ascertained that rotifers and
nematodes completely lack (Fig. 3b), which was an

30

indicator for deteriorating conditions in the aeration
tank and of the negative effect of toxic pollutants on
these two groups of organisms. Similar results for an
inhibitory effect of the toxic pollutant (isopropyl
benzene) on rotifers in AS were reported in other
research [16]. The total density of organisms of
microfauna and metafauna from 2,86.10° ind./1 at the
CP2 was increased to 8,77.10° ind./l at the CP3. That
and the appearance of rotifers and nematodes during
CP3 showed an improvement of the conditions in
the aeration tank and restoration of biodiversity of
the activated sludge after the first twelve days from
mazut inflowing.
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Fig. 3. Dynamics of different groups organisms from microfauna (a) and metafauna (b) in activated sludge
at: a) CP2 — at initial shock load with mazut (on the 6™ day after it accidental inflow); b) CP3 — during
prolonged rehabilitation of activated sludge (between the 12" and the 25" day after shock load with mazut)

Data for the restructuring of microfauna and
metafauna in the AS for CP2 and CP3 are presented
on Fig.4. Predominant groups of organisms were
these of stalked ciliates (46.15%), testate amoebae
(25.87%) and creeping ciliates (19.58%). Each of
the remaining groups holds less than 4%. Changes in
percentage shares of different groups of organisms
were ascertained during CP3 (Fig. 4b). The
percentage of stalked ciliates decreased at the
expense of increasing the creeping ciliates with 13%
and the free-swimming ciliates with 4.5%, which
was probably related to the initial disintegration of
the flocs and more difficult survival of the attached
forms. The increased percentage of the creeping
ciliates was probably related to increasing the free
area of the flocs (more flocs with smaller size),
which provided more food substrate in the form of
casily detachable particles from flocs. The
proportion of flagellates, which are more resistant to
toxic pollutants, was also increased by 4%. The
decreased amount of amoebae, especially testate
amoebae (14%) indicated a reduction of the toxic
effect on biomass [15] and start-up of the restoration
process of floccular structure of the AS, due to
decrease of concentration of suspended in water
particulate matter [6]. Despite the changes in
percentage shares it can be said that the dominant
groups remained stalked and creeping ciliates, and
testate amoebae. The availability of rotifers and
nematodes (less than 1%) at the CP3 clearly showed
the improvement of the conditions in the aeration
tank and structure of the AS, although slow
restoration was ascertained. Moreover, the total
share of creeping and stalked ciliates (indicators of
well-functioning AS) was increased by 7% at CP3
(72.66%) in comparison to CP2 (65.73%).

Table 1 shows the correlation coefficients among
SVI, HCI, BODs/COD and filamentous index in the
aeration tank. More significant correlations are
marked with gray in the table. A relatively high
linear correlation between SVI and HCI (r = 0,698)
was ascertained and the dependence was
proportional, which indicated that with an increase
of HCI was increased and the SVI. The increasing
the concentration of xenobiotic led to increase of the
deformations in the AS structure. The coefficient of
determination showed that 49% of change of HCI
led to a change in the sludge volume index.
Statistically this percentage was not very high
suggesting that on the activated sludge bulking and
on the settleability influenced not only the
xenobiotics, but also a complex of other factors. The
study of the correlation coefficient between SVI and
BODs/COD showed inverse relationship between
both indicators. A decrease in the biodegradable
organic matter led to increase in structural
deformations that may be due to competition
between the filamentous and floc-forming
microorganisms for food substrates. In general,
however, the coefficient of determination was low
(only about 7% of changes of BODs/COD led to a
change of SVI). The deformation in the AS structure
defined by SVI depended to a greater extent on the
mazut concentration in comparison to the
concentration of biodegradable organics. This is
logical bearing in mind that the xenobiotic pollutant
has a toxic effect on the organisms.

Pearson’s correlation coefficient between HCI
and FI was relatively low, as the relationship
between indicators was proportional. About 5% of
the change in the HCI led to a change in the quantity
of filamentous microorganisms.
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Fig. 4. Different groups organisms from micro- and metafauna (in %) in AS at: a) CP2 — at initial shock load
with mazut (on the 6" day after it accidental inflow); b) CP3 — during prolonged rehabilitation of activated
sludge (between the 12™ and the 25™ day after shock load with mazut)

Table 1. Coefficients of correlation and determination between key parameters

. . SVI and FI and
Coefficients of: SVI and HCI BODJ/COD FI and HCI BODJ/COD SVI and FI
correlation (r) 0.698 -0.264 0.232 -0.543 0.459
determination (r*) 0.487 0.069 0.054 0.295 0.210

The lack of a statistically significant correlation
between both indexes may be due to the fact that the
filamentous microorganisms are slow growing and
changing the values of the filament index was
ascertained at a later point of time until the values of
HCI changed dynamically over time. The correlation
coefficient between BODs/COD and filamentous
index showed an inverse relationship between
indicators. The decrease of the biodegradable
organic matter led to an increase in the growth of
microorganisms with filamentous growth. The
coefficient of determination showed that about 30%
of changes of BODs/COD led to change of the
filament index.

The correlation coefficient between SVI and FI
was relatively high (r= 0,459) and relationship was
proportional. It was found that about 21% of the
increase of the amount of filamentous
microorganisms led to difficulty in the settleability
of the AS.

The occurred correlation analysis showed that the
most significant in the aeration tank were
relationships between HCI and SVI, and between FI
and BODs/COD. The decrease in the biodegradable

organics in the tank led to an increase in filamentous
microorganisms because of their lower half
saturation constant [3]. The increases of HCI
intensified the deformations in the structure of the
biological system and difficult settling was
ascertained (rising SVI). Among other examined
indicators revealed no significant correlations,
suggesting that many different factors affecting the
relevant deformation were registered.

Changes of activated sludge on functional level:

Data from enzymological analysis showed that
during normal operation of the station (CP1) the
total aerobic dehydrogenase activity was 1,34.10™
uMH'/min.mgPr (Fig. 5). On the 6™ day after
penetration of the mazut DHA decreased twice
(CP2), which was indication for inhibition of the
synthesis of enzymes and their activity. Data show
that in addition to negative interference on the
biodegradation of toxic pollutants were inhibited
central metabolic pathways taking place with the
participation of oxido-reductases, and in particular
of dehydrogenases.

After a two-week period was ascertained that AS
restored its activity (during CP3) and reached an
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average value of about 2,16.10* pMH/min.mgPr.
This value was about 1.5 times higher than the
control situation. AS except that restored its
metabolic potential, showed an increased activity.
The used functional indicator (DHA) responded
much faster to changes in the conditions of the
aeration tank and showed reactivation of AS during
the restoration period.
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Fig. 5. Aerobic dehydrogenase activity (DHA) in
three control points: CP1 — control situation (before
accidental inflow of mazut); CP2 — at initial shock
load with mazut (on the 6™ day after it accidental
inflow); CP3 — during prolonged rehabilitation of
activated sludge (between the 12™ and the 25™ day
after shock load with mazut)

CONCLUSIONS
The discharge of 30 t mazut in municipal sewage
and its influx in WWTP “Kubratovo” led to

structural and functional deformation of activated
sludge. The deformations on structural level were
related to: initial disintegration of flocs and decrease
of its size; difficulty in settleability of AS (SVI over
150 ml/g) due to increase of filamentous
microorganisms  (FI ~ over 1.107  pm/mg);
disappearance of more sensitive organisms of higher
trophic levels (rotifers and nematodes) and an
increased share of testate amoebae. These changes
were determined by the accumulation of fuel oil in
and on flocs of AS as the adaptation was directed

towards survival of more resistant organisms
(protozoan organisms and filamentous
microorganisms that are resistant to low

concentration of biodegradable organics and to the
presence of toxic pollutants). Deteriorating settling
was determined by the mazut concentration and the
development of filamentous microorganisms from
low BODs/COD. The deformation of AS on the
functional level was expressed in double decrease of
total aerobic dehydrogenase activity on the 6" day

after mazut influx. However, full recovery of
enzyme activity was registered after a three-week
period from the occurrence of the risk situation.
Investigated parameters (SVI, FI, SBI, qualitative
and quantitative characteristics of micro- and
metafauna, DHA) can be used as quick and adequate
indicators for an evaluation and control of biological
systems and processes during the analyzed risk event
in municipal wastewater treatment plant.
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E®EKT HA MA3YTA BbPXY CTPYKTYPHUTE U ®YHKIIUOHAJIHHU
ITOKA3ATEJIM HA AKTUBHATA YTAUKA B CIICOB ,,KYBPATOBO”

Wpuna [Hatinep, Mapusina lydesa, Maino Motunos, Mosana Togoposa, Enmupa Jlackanosa, fIHa
Tomanosa, Becena CredanoBa

Pe3tome: Hacrosmero m3cnensane mpocinensBa epekTbT oT HaBnm3anero Ha 30 tona maszyr B CIICOB ,,KyOparoso”
BBPXY CTPYKTYpPHHUTE U (PYHKIMOHAIHM XapaKTEpHUCTHKN HA aKkTHBHarta yraiika (AY). [lokazarenure oOemMeH MHIEKC HA
yTaiikata u QuiaMeHTeH HHAEKC OsXa aHaJIM3NUPaHH TApalIeNTHO ¢ MUKPOCKOTICKHSI KOHTPOJI C [eJl JIa C€ YCTAaHOBH MMa JI
nedopmanuu B ctpykrypaTta Ha AY. CymapHaTa aepoOHa JeXuaAporeHa3sHa akTHBHOCT O M3cieBaHa, 3a Jla c€ ONpe/ein
JTaITi METa0OIMTHATA aKTUBHOCT Ha yTaiikara e mHxuoupana. [Ipodure Osxa B3eTH OT acpoOHATa 30HA Ha OMoOaceiiHa.
[omy4yenure maHHM TOKa3BaT, ye CTpyKTyparta Ha AY e medopmupaHna, a aedpopmanusra € OT THNA HA pa3OyxHaiaTa
yTaiika, T.K. 00eMHuAT uHaekc ¢ Hag 150 ml/g. Ot nanHuTe 32 HHUIAMEHTHUS HHICKC (Ha 1.107 um/mg) ce yCTaHOBSIBA,
4e e HaMle (GUIaMeHTO3HO pa3dyxBaHe. [IpoBeieHUAT KOpenalMOHHEH aHaIu3 U KOPEJIaMOHHUTE KOS(HHUIIUSHTH MEXITY
J(BaTa MHIEKca U Mexny kiodoBute xumudad nokasarenu (BITKs/XITK u BbrieBomopieH MHACKC 32 He(QTONPOIYKTH)
MOKa3Bar, 4e iepopMalnuTe B CTPYKTypaTa Ha OHOJIOrHYHATa CUCTEMA CE ONPEAEIAT MO-3HAYUMO OT KOHIIEHTpAIUsTa Ha
TOKCHYHHUS 3aMBpPCHUTENl M B IO-HHUCKA CTENEH OT IIO-HUCKHMA NPOLEHTEH [ Ha Ouopasrpaammara OpraHHuKa.
[IppBOHAYANHUAT eeKT Ha Ma3yTa BBPXY CTpyKTypaTa Ha AY e CBBbp3aH C M34Ye3BaHE Ha POTH(EpHUTe U HEMATOIWTE.
OGImaTa YMCIEHOCT Ha OPraHU3MHUTE OT MUKPO- U MeTadayHata 6emre 2,86.10° ind./l Ha meCTHAT JeH Clle]l HABIH3AHETO
Ha Ma3yTa U c€ MOBUIIM J0 8,77.106 ind./l mpe3 cienpamms u3cnensad nepuox (ot 12 mo 25 neH cien mosiBaTta Ha
puckoBoTo chbuTHe). OCBEH TOBa Mpe3 TO3M HepHoj Oe OTUeTeHa M NosiBaTa Ha POTH(EpPH M HEMATOAM, KOETO SICHO
TIOKa3a MojoOpsiBaHe Ha yciIoBHATa B OnMobaceiiHa 1 CHIKaBaHe Ha HeraTUBHHUS eheKT BbpXy AY. JlaHHuTE 3a cCymMapHarta
JIEXUAPOTeHa3Ha aKTUBHOCT MOKa3BaT, Y€ Ha IECTHUT JICH CJIe]] HABJIM3aHEeTO Ha Ma3yTa, akTHBHATA yTalKa € MHXHOUpaHa
¥ akruBHOCTTa U (0,75.10™ tMH/min.mgPr) ce cHIKaBa Ba IIBTH CIPSIMO JAHHUTE NPEIH HACTHIBAHETO HA PHCKOBATA
curyamms (1,34.10% uMH /min.mgPr). Benpeks ycTaHOBeHHTE Ae(OpPMAIIHH MPe3 H3CIIeBAHMS IepHOS MexIy 12 u 25
JIeH OT HACTHIIBAaHE Ha PHCKOBAaTa CUTyallsl Ce YCTAHOBABA ITBJIHO BB3CTAHOBABAHE HA AKTUBHOCTTA Ha CyMapHaTa
aepoGHa gexuaporenasa (2,16.10” uMH /min.mgPr).

KaiouoBu qymu: akTuBHa yTaiika, OMOJOTMYHO BOJOIPEUYNCTBAHE, Ma3yT, CTPYKTYPHH U (QYHKIIMOHAIHH JedhopManuu
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